
ROM RUNNING BOARD PAIR 
(CREW CAB)
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CONTENTS OVERVIEW

4—Mounting Bracket ............................................. (Qty 6) 
Running Board, extended

1—Running Board .................................................. (Qty 1)
 Right Hand, 88.00”

5—Mounting Hardware Kit .................................... (Qty 3) 
Running Board Bracket Hardware KIt

2—Running Board .................................................. (Qty 1)
 Left Hand, 88.00”

" Flat Washer (6X)M8 Locknut (6X)

" Locknut (2X) " Flat Washer (2X) " x 1.00” (2X)

Align holes for the Running Board 
to the Mounting Brackets as shown.
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Mounting Brackets attach to the underside of the Vehicle 
Body as shown onto factory-installed studs.1.1

M8 Locknut

Factory-Installed Stud

Vehicle UndersideVehicle Underside

1.2

1.3

Torque to 60 in-lbs. 

" Flat Washer

Attach the Mounting Brackets onto factory-installed studs 
on the Vehicle Body underside using Hardware as shown.

Fasten the Running Board using Hardware shown.

Align holes for the Running Board 
to the Mounting Brackets as shown.

2.2

2.3

2.1

Torque to 60 in-lbs. 

" Locknut

" Flat Washer

" x 1.00”

Vehicle Underside
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Repeat Steps 1-2 for the Left Hand side Running Board.3
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