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DPS-8001
Deploy Pro Rear Deploy Ladder 
Carrying System, Universal
Dimensional Specifications on Page 2

Configuration as shown: 
 
Deploy Pro w/Removable Handle 
Finish: White Powder Coat
Overall Weight (empty): 129.00 lbs 
 
Load specifications as shown: 
 
Maximum Ladder Weight .......................... 75 lbs 
Maximum Ladder Length ............................ 32 ft 
Maximum Ladder Section ........................... 16 ft 

Approximate dimensions as shown: 
 
A: Total Rack Width .................................23.36” 
B: Maximum Ladder Stop Width ...............18.50”
C: Rack Total Height ................................12.50”
D: Rack Deck Height ..................................8.00“
E: Rack Base Width..................................15.65”
F: Total Rack Length ..............................119.00”
G: Rear Offset Top .................................... .6.00”
H: Front Ladder Clamp Spacing ................... 5’-8’ 
I: Rear Offset Bottom .................................7.50” 
J: Rear Crossbar Mount Offset .................22.00” 
K: Crossbar Mounting (Min) .....................60.00”
L: Crossbar Mounting (Additional) ...........24.00”
M: Crossbar Mounting Spread (Max)........84.00”
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(N) 90”

DPS-8001

USOV-DPS8001-US01 Rev-A 0219 

Approximate dimensions as shown: 
 
N: Drop Distance ..........................................90”

DPS-8001
Assembly Manual also available:

*The DPS-8001 is shown assembled on the HBB 
and HBR Rack Models for illustrative purposes only. 

The Racks are not included with this Deploy Pro 
Ladder Carrier and must be purchased separately.

Deploy Pro Rear Deploy Ladder 
Carrying System, Universal

*Shown with HBB and HBR models for illustrative purposes
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